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Abstract 

The CSS (Content Scratnble System) , which is a DVD copyright 
protection system which takes advantage of encryption, has been 
developed. The present system is based on an encryption 
technology developed by the present company, and it has, based on 
debates at the DVD Consortium, been accorded with fundamental 
agreements among technical experts of the private electronic 
consumer product industry, motion picture industry, computer 
industry, etc. The objective of the present system is to prevent 
casual copying by a general user based on the use of a computer. 
The CSS is therefore founded on the following encryption technical 
rationales: 

(1) : Content encryption : Contents obtained as a result of 
MPEG compression are encrypted by using a three -layered key 
combination of a title key, a disc key, and a master key. The 
encrypted contents can only be decoded and played back by licensed 
DVD models that comply with the CSS standards. 

(2) : Bus authentication ; A DVD-ROM drive and an MPEG decoder 
module within a PC system are mutually authenticated. An 
unauthorized copying via the PC bus is prevented. 

1. Preface 



^ Numbers in the margin indicate pagination in the foreign 

text. 
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In accordance with the proliferated uses of digital 
copyrighted artifacts that abound in AV environments and PC 
environments in recent years, the copyright protection has become 
a critical issue. The copyright protection signifies the 
prevention of an unauthorized use of a copyrighted artifact 
without obtaining its author's consent, and a copy prevention 
technology which prevents an unauthorized recording of a digital 
copyrighted artifact from one medium to another is an essential 
mechanism for copyright protection. 

The DVD meets the requisites for motion picture software 
package media in that it is /2 

capable of recording high-quality animate images of at least 2 
hours on a single disc. The DVD, however, is also classified as 
an AV/computer unified medium which can be used not only for DVD 
players but also in computer environments, and in 
contradistinction with extant digital media such as the DAT, MD, 
etc., it easily enables not only the copying of digitally recorded 
information by a general user who has access to a computer but 
also the quotation of a still image obtained by partially clipping 
an animate image and the dissemination of such data to external 
parties via a network. 

It is against such a backdrop that the motion picture 
industry has come to urge, as a requisite for providing motion 
picture software as DVD contents, a "copyright protection measure 
which uses an encryption technology" far more strict than those 
for extant digital media for the purpose of preventing 
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unauthorized copying by a general user based on a computer. 
Debates were exchanged, in response to such a demand, mainly among 
three DVD-related industries [i.e., private electronic consumer 
product industry (inclusive of the present company) , motion 
picture and music industries, and computer industry which uses 
DVDs as peripheral media) , and a decision was made at a technical 
consortium to develop a technology agreed upon with regard to the 
DVD copyright protection. 

The copyright protection system which is being currently 
orchestrated for DCD playback machines is referred to as the 
"Content Scramble System" (CSS) , and these three industries have 
basically agreed upon it . A copyright holder can guarantee 
copyright protection of contents based on the adoption of the CSS 
technology, whereas playback machine manufacturers, too, can play 
back encrypted discs based on the adoption of the CSS technology. 
The present company has developed an encryption technology which 
provides the foundation of said CSS technology. 

In the present article, views on the copyright protection of 
the CSS and the orchestrated encryption technology will be 
discussed. 

2 . Summary of the CSS system 
2.1, Objective of CSS 

The objective of the DVD copyright protection system CSS 
(Content Scramble System) is the prevention of casual copying, 
namely the endowment of a sufficient level of protection capacity 
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for preventing unauthorized copying by a general user via a 
household appliance. The "casual copying" signifies unauthorized 
copying procedures such as simple copying on a hard disc, etc. 
based on a general user • s attempt to reconnect an AV machine 
connection cord or to operate a keyboard in a computer 
environment . The following two encryption formats are 

orchestrated for the CSS in order to achieve the aforementioned 
objective: 

(1) : Content encryption 

Contents on a disc are encrypted. Decoding technologies and. 
keys necessary for playing back the encrypted contents are managed 
and disseminated by a neutral organization. 

(2) : Bus authentication 

Mutual mechanical authentications are exchanged between a 
DVD-ROM drive and an MPEG decoder module connected via a computer 
bus. Based on this setup, unauthorized copying of a copyrighted 
artifact onto a hard disc, etc. connected to the computer bus and 
the playback of an unauthorized copy from the decoder module can 
be prevented. 

In addition to these encryption technologies, the following 
features are assigned to DVD-related products for the purpose of 
preventing casual copying. 
* Analog video image output 

The DVD player or DVD-ROM drive does not, without 
administering an anti- copying measure, emit an analog output of an 
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originally scrambled digital video image after it has become 
de scrambled. 

* Digital video image output 

The DVD player or DVD-ROM drive does not emit a digital 
output of the descrambling result of an originally scrambled 
digital video image. 

Incidentally, the DVD copyright protection system is not 
intended to prevent the duplications of pirated DVD versions or 
unauthorized copying based on hardware (e.g., player, etc.) 
modification. Special apparatuses, expertise, skills, and costs 
are required for committing these unauthorized acts, and 
therefore, they are not considered as unauthorized acts of general 
users. 

2.2. Constitution of the system 

The overall constitution of the DVD copyright protection 
system is shown in Figure 1. The following are executed by the 
present system. 

(1) : In a disc preparation embodiment, the contents are 
initially MPEG- compressed and then encrypted by means of content 
encryption for preparing a disc. 

(2) : The prepared disc can be played back in both AV 
environments and computer environments. 

(3) : In a case where [said disc is] used in AV environments, 
a content decoding routine orchestrated for a normal DVD player is 
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executed, and after the obtained results have been MPEG-decoded 
and then D/A- converted, analog AV signals are played back. 

(4) : In a case where [the same is] used in computer 
environments, the DVD-ROM drive and MPEG decoder module 
authenticate one another via the computer bus (i.e., bus 
authentication) . The content decoding key information is then 
encrypted based on a time -variable key which has come to be 
commonly shared, and subsequently, it is transmitted. The MPEG 
decoder module executes, following the bus authentication, a 
content decoding routine, and after the obtained results have been 
MPEG-decoded and then D/ A- converted, analog AV data are played 
back. 

2.3. Characteristics of the system 

(1) : Content encryption position : Video image and/or sound 
data obtained as a result of MPEG compression are subjected to the 
content encryption. In the playback mode, MPEG decoding is 
executed after content decryption. For this reason, no adverse 
effects are exerted on the MPEG compression ratio, image quality, 
etc. by the content encryption. 

(2) : Compatibility : Copyright protected DVDs are compatible 
not only with stand-alone players but also with PC systems, which 
are both household electronic appliances . 

(3) : Triple- layer key management : The content encryption 
involves a triple- layer key management scheme inclusive of a title 
key, a disc key, and a master key. 
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(4) : Security ; As has been mentioned earlier, the CSS 
prevents casual copying by general users . A higher level of 
security can be realized by using an unpublicized encryption 
algorithm. 

3 . Content encryption 

3.1. Summary of content encryption 

The contents on a DVD are encrypted by using triple -layer 
keys (i.e., title key, disc key, and master key), and only 
licensed DVD machines which comply with the CSS standards are 
capable of decoding and playing them back. The DVD machine that 
complies with the CSS standards may, for example, be endowed with 
a mechanism which prohibits a general user from copying digitally 
in a case where no digital information is being outputted in a 
decrypted state. 

3.2. Encryption of three layers 

The following three types of encryption keys are used in a 
hierarchical fashion for encrypting the contents . 

(1) : Title key 

It is a key freely selected by a copyright holder (e.g., 
movie director) in manners specific to titles stored on the disc. 
The contents are scrambled by using this key. 

(2) : Disc key 
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It is a key freely selected by a copyright manager (e.g., 
movie company) in disc -specific fashions. The title key of (1) is 
encrypted by using this key. 
(3) : Master key 

It is a key assigned to each descrambler manufacturer 
specializing in the decoding of the. contents. The disc key of (2) 
is encrypted by using the master keys of the respective 
manufacturers . 

3.3. Procedures for encrypting the contents 

The procedures for encrypting the contents will be shown * 
below with reference to Figure 2. Incidentally, the "CSS 
management organization" in the figure signifies a neutral 
organization that manages the CSS (which is currently in the 
process of being set up) . 

(1) : Formulation of AV data 

A content creator (= copyright holder) formulates contents 
and then decides whether or not to encrypt the contents . 

(2) : Decisions on the title key and disc key 

In a case where the contents are encrypted, the copyright 
holder freely determines the title key. In a case where more than 
one encrypted titles are included in a disc, the copyright holder 
freely selects one disc key from among them. 

(3) : Scrambling of the contents 
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The AV contents obtained as a result of MPEG compression are 
scrambled by using the title key selected by the copyright holder. 
The contents are scrambled by the disc manufacturer. 

(4) : Encryption of the title key 

The title key is encrypted by using the disc key selected by 
the copyright manager. The encrypted title key is stored in the 
sector header region on the disc which is inaccessible to users. 

(5) : Encryption of the disc key 

The disc key is encrypted by using the master key and then 
converted into an encrypted disc key set. The master keys of the 
respective manufacturers are managed strictly in this conversion 
box. The encrypted disc key set obtained as a conversion result 
is stored in the lead-in region on /4 

the disc which is inaccessible to users. The encryption of the 
disc key and the encryption of the title key are executed by the 
CSS management organization. 

3.4. Procedures for decoding the contents 

The procedures for decoding the contents on a DVD player will 
be shown below with reference to Figure 3 . Incidentally, a hidden 
master key corresponding to the manufacturer licensed by the CSS 
is preliminarily built into the DVD player. 

(1) : The encrypted disc key set on the disc is decoded by 
using the internalized master key for ascertaining the disc key. 

(2) : The encrypted title key on the disc is decoded by the 
disc key ascertained above for ascertaining the title key. 
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(3) : The scrambled AV data on the disc are descrambled by the 
title key ascertained above, and the obtained results are MPEG- 
decoded for playing back the original video image and sound. 

3.5. Application embodiment for decoding the contents on the DVD 
player 

A representative embodiment wherein a descrambling LSI which 
decodes the contents is integrated with the DVD player will be 
explained. 

An approximate constitution of the DVD player is shown in 
Figure 4. The descrambling LSI, which "is indicated by the hatched 
portion of the figure, is connected not only to a microcomputer 
bus which controls the entire player but also to an error 
correction LSI and an MPEG video decoder LSI. 

The descrambling LSI receives, under the control of the 
controller microcomputer of the DVD player, the scrambled data 
decoded from the DVD via the error correction LSI and then 
descrambled said data. The descrambled AV data are transferred to 
the MPEG video decorder LSI orchestrated at the subsequent step, 
MPEG-decoded, and then played back. 

The descrambling LSI is characterized by a specification 
which prohibits the decoding of the disc key and title key 
prevailing as intermediate content decoding results for the 
purpose of ensuring the security of the CSS technology. 

4. Bus authentication 
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4.1. Outline of bus authentication 

A DVD-ROM drive and an MPEG decoder module, which are 
connected via a computer bus (PC bus), mutually authenticate that 
they are both machines which comply with the CSS standards, and 
key information is encrypted and disseminated by using a time- 
variable key. This setup prevent unauthorized copying of a 
copyrighted artifact decoded from the DVD by the DVD-ROM drive 
onto a hard disc, etc. which are connected to the PC bus and which 
do not comply with the CSS standards . The decoder module that 
complies with the CSS standards, furthermore, prevents the 
playback of an unauthorized copy stored in the hard disc which 
does not comply with the CSS standards . 

The procedures for transferring the data decoded from the DVD 
by the DVD-ROM drive of the PC system to the DVD-ROM drive and for 
playing them back will be explained below with reference to Figure 
5. 

(1) : Bus authentication 

The DVD-ROM drive executes the bus authentication via the 
DVD-ROM drive and PC /5 

bus. In a case where the bus authentication fails, the transfer 
of data from the DVD-ROM drive to the MPEG decoder module is 
stopped. 



(2) : Secret transmission of key information by using the time- 



variable key 
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A secret time -variable key comes to be commonly shared by the 
DVD-ROM drive and MPEG decoder module as bus authentication 
results. The content encryption key information is secretly 
relayed to the MPEG decoder module by using this time -variable 
key. 

(3) : Content decoding 

The bus authentication is followed by the decoding of the 
contents according to procedures identical to those of 3.4, based 
on which the AV data become played back. 

4.2. Application embodiment for bus authentication and content 
decoding in PC environments 

A representative embodiment wherein an LSI which executes the 
bus authentication and content decoding is integrated with a DVD- 
ROM drive and an MPEG decoder card in PC environments will be 
explained. 

Approximate constitutions of the DVD-ROM drive and MPEG 
decoder card are shown in Figure 8 . The authentication LSI in the 
drive hatched in the figure, which realizes the bus 
authentication, is connected to the bus of a microcomputer which 
controls the entire drive. The descrambling LSI on the decoder 
card, which is endowed with an authentication function, is mounted 
on a single chip for realizing both the bus authentication and 
content decoding. [Said descrambling LSI is] connected not only 
to a host CPU via a local bus of a PCI interface LSI on the 
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decoder card but also to a stream transfer port of the PCI 
interface LSI and MPEG decoder LSI. 

The descraitibling LSI endowed with an authentication function 
is characterized by a constitution which prohibits the decoding of 
data prevailing during the bus authentication and content decoding 
by an external party. Based also on a specification which 
prohibits the decoding of the disc key and title key prevailing as 
intermediate content decoding results, furthermore, the security 
of the CSS technology is ensured. Incidentally, in a case where 
measures that satisfy the foregoing requisites are administered 
with regard to the CSS security, the bus authentication and 
content decoding can be executed by PC software. 

5 . Conclusions 

The objective and technical contents of the DVD copyright 
protection system CSS have been discussed above. The objective of 
the CSS is to prevent casual copying, and in this context, the CSS 
is endowed with a pair of encryption mechanisms, namely the 
encryption of contents and the bus authentication for preventing 
copying on a PC system bus. 
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Figure 1: Overall constitution of DVD copyright protection system 
CSS 

5. 6. 




11 JDVO'FOU KT-f/t 12 . MPE6 ra-y-tya-A- 
^lia DVD l^«a^;^r A CSS (Content Scramble System). Fig. I Block diagram of CSS. 



[(1): Disc preparation embodiment; (2): Contents; (3): MPEG 
encode; (4) : Content encryption; (5) : AV environment; (6) : User 
side; (7) : Content decoding; (8) : MPEG decode; (9) : DVD player; 
(10) : Computer environment; (11) : DVD-ROM driver; (12) : MPEG 
decoder module; (13) : Bus authentication; (14) : PC bus; (15) : Bus 
authentication; (16) : Content decoding; (17) : MPEG decode] 

Figure 2 : Content encryption procedures 




s 2 a r2Vf i'-ys^o^jiH 

Ffg. 2 Cont«nl scramble hierarchy. 
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[(1): Copyright holder; (2): Disc key; (3): Title key; (4): AV 
data; (5) : MPEG encode; (6) : CSS management organization; (7) : 
Master key; (8) : Encryption; (9) : Encryption; (10) : Scramble; 
(11) : Disc manufacturer; (12) : Encrypted disc key set; (13) : 
Encrypted title key; (14) : Scrambled AV data] 



Figure 3 : Decoding of contents by DVD player 
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Fig. 3 Content descramble in DVB player. 



C(l): Encrypted disc key set; (2): Encrypted title key; (3): 
Scrambled AV data; (4): Master key; (5): Decoding; (6): Disc key; 
(7): Title key; (8): Descramble; (9): MPEG decoder; (10): DVD 
player] 
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Figure 4 ; Approximate constitution of DVD player 
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[(1): Motor; (2): PicJcup; (3): Preamplifier; (4): Servo; (5): 
Microcomputer bus; (6): Lead channel; (7): Buffer memory; (8): 
Demodulation and error correction; (9) : Descramble; (10) : MPEG2 
video decoder; (11) i Video DAC; (12) : Video analog output; (13) : 
AC- 3 audio decoder; (14) ; Audio DAC; (15) : Audio analog output; 
(16) : Controller microcomputer] 



Figure 5: Bus authentication and content decoding in a PC system 

6. _ 9_._ 




Fig. 5 Bus-authentication and content descramble in PC sys- 
tem. 
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[(1): Encrypted disc key set; (2): Encrypted title key; (3): 
Scrambled AV data; (4) : Bus authentication; (5) : <DVD-ROM drive>; 
(6) : Mutual authentication; (7) : PC bus; (8) : Bus authentication; 
(9) : Master key; (10) : Decoding; (11) : Disc key; (12) : Title key; 
(13) : Descramble; (14) : MPEG decoder; (15) : <MPEG decoder module>] 

Figure 6i Approximate constitutions of DVD-ROM drive and 
MPEG decoder module in a PC system 




[(1): Motor; (2): Pickup; (3): Preamplifier; (4): Servo; (5): 

Lead channel; (6) : Buffer memory; (7) : Demodulation and error 

correction; (8) : ATAPI I/F; (9) : Microcomputer bus; (10) : 

Controller microcomputer; (11) : Authentication; (12) : DVD-ROM 

drive; (13) : Host CPU; (14) : Processor bus; (15) : Bus I/F; (16) : 

Main memory; (17) : PC bus; (18) : Authentication and descramble; 

(19) : MPEG2 video decoder; (20) : Video overlay; (21) : Local bus; 
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(22): AC-3 audio decoder; (23): MPEG decoder card; (24): Host PC; 
(25) : Video analog input; (26) : Video analog output; (27) : Audio 
analog input; (28) : Audio analog output] 
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